
SCALE: 1/8" = 1'-0"
LEFT ELEVATION1

A5.0

SCALE: 1/8" = 1'-0"
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SCALE: 1/8" = 1'-0"
RIGHT ELEVATION3
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SCALE: 1/8" = 1'-0"
FRONT ELEVATION4
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EIFS-1

FACADE LIGHTING.
SEE ELECTRICAL

DRAWINGS

RECESSED KNOX BOX: MODEL
3263, FINISH TO MATCH
STOREFRONT COLOR.
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EIFS-1

GU-1

ST-2 STONE SILL: READING ROCK, ROCKCAST, SMOOTH, COLOR: CREAM BUFF

ST-1 STONE: CULTURED STONE, COUNTRY LEDGESTONE, COLOR: CHARDONNAY

WN-1 VINYL WINDOWS, COLOR: ALMOND

GL-1 STOREFRONT GLAZING, COLOR: CLEAR

SD-1 FIBER CEMENT SIDING: NICHIHA VINTAGE WOOD,
COLOR: CEDAR #EPC762F.  TRIM TO MATCH CEDAR PANEL COLOR.

1. ALL MATERIALS NOT LABELED ARE TYPICAL FOR ALL SIMILAR LOCATIONS.  QUESTIONS SHALL
BE REFERRED TO THE ARCHITECT.

2. EIFS SHALL BE DRYVIT, COMMERCIAL GRADE AS FOLLOWS:  GENESIS BASE COAT,
REINFORCING MESH BASE & FINISH COATS SHALL BE PROVIDED OVER MINIMUM 1" EPS
INSULATION BOARD, MECHANICALLY FASTENED OVER DRAINAGE  MAT & WEATHER RESISTIVE
BARRIER OVER EXTERIOR SHEATHING.

3. ALL EIFS SHALL BE INSTALLED AS PER MFR'S RECOMMENDATIONS, INCLUDING ALL SEALANT,
FLASHING, AND JOINERY AT DISSIMILAR MATERIALS.  PROVIDE PANZER 20 REINFORCING MESH
TO 8'-0" A.F.F. (TYP.)

4. PROVIDE BLOCKING IN FACADE TO SUPPORT ALL BUILDING SIGNAGE.
5. REFER TO ELECTRICAL DRAWINGS FOR LIGHTING INFORMATION.
6. GC SHALL PAINT ANY EXPOSED PIPES, CONDUITS, OR UTILITY BOXES THAT ARE VISIBLE ON

FROM THE SITE TO MATCH ADJACENT BUILDING EXTERIOR FINISH.

TAG DESCRIPTION

EXTERIOR FINISH LEGEND

EXTERIOR ELEVATIONS GENERAL NOTES

AS-1 ASPHALT SHINGLES: TIMBERLINE HD, COLOR: WEATHERED WOOD

TRUSS BEARING
@ 12'-0" A.F.F.

TRUSS BEARING
@ 12'-0" A.F.F.

T.O. RIDGE
@ ±26'-4" A.F.F.

T.O. STONE
@ 2'-8" A.F.F.

FIN FLOOR
@ 0'-0" A.F.F.

T.O. STONE
@ 2'-8" A.F.F.

FIN FLOOR
@ 0'-0" A.F.F.

T.O. RIDGE
@ 22'-8" A.F.F.

T.O. CANOPY
@ +/-13'-9" A.F.F.

T.O. STONE
@ 2'-8" A.F.F.

FIN FLOOR
@ 0'-0" A.F.F.

T.O. RIDGE
@ +/-26'-4" A.F.F.

T.O. JOIST
@ 15'-4" A.F.F.

T.O. RIDGE
@ ±26'-4" A.F.F.

A 21st Century Preschool

A 21st Century Preschool

# # # #

TRUSS BEARING
@ 12'-0" A.F.F.

T.O. STONE
@ 2'-8" A.F.F.

FIN FLOOR
@ 0'-0" A.F.F.

T.O. RIDGE
@ ±26'-4" A.F.F.
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C.J. TYP.

C.J. TYP.

C.J. TYP.

C.J. TYP.

ST-2

WN-2 CLEAR ANODIZED ALUMINUM STOREFRONT

AS-1

EIFS-3 AS-1
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PM-1

EGRESS LIGHTING.
SEE ELECTRICAL
DRAWINGS, TYP.

COMPOSITE LUMBER RAILING.
COLOR TO MATCH PAC-CLAD
AGED BRONZE, TYP.

PRE-FINISHED FASCIA.
COLOR TO MATCH PAC-CLAD
SIERRA TAN, TYP.

EXTERIOR
LIGHTING,
TYP.

PRE-FINISHED FASCIA.
COLOR TO MATCH PAC-CLAD
SIERRA TAN, TYP.

ST-2

ST-2

ST-2

EIFS: DRYVIT, OUTSULATION, FINISH: SANDPEBBLE DPR,
COLOR: #108 MANOR WHITE

EIFS-2 EIFS: DRYVIT, OUTSULATION, FINISH: SANDPEBBLE DPR,
COLOR: #380ST CHOCOLATE MOUSE

EIFS-2

EIFS-2

BOTH SIDES
OF SOFFIT

BOTH SIDES
OF SOFFIT

SIM

VENTED VINYL SOFFIT:  STANDARD COLOR TO MATCH BUILDING FASCIA BD.
(tTAN COLOR) AS CLOSE AS POSSIBLESFT

SFT

SFT

SFT

SFT

EIFS-2 WN-1
10" HEADER
ABOVE WINDOW

EIFS-2

EIFS-2

10
'-9

"
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'-9

"

SOFFIT

SOFFIT

SFT

PAINT BOTH SIDES OF EXTERIOR H.M. DOORS AND FRAMES COLOR: PPG 6-230
ALUMINUM, U.N.O. (NO SUBSTITUTIONS ALLOWED)

DOORS &
FRAMES

EIFS-3 EIFS: DRYVIT, OUTSULATION, FINISH: SANDPEBBLE DPR,
COLOR: G.C. TO SUBMIT SAMPLE TO MATCHES MATCH SHINGLE ROOF COLOR.

PRE-FINISHED ALUMINUM
GUTTER, FASCIA, AND
DOWNSPOUT. SEE FINISH
SCHEDULE, TYP.

SILL STONE: REFER TO
FOUNDATION DETAILS FOR
SPECIFICATIONS. TYP.

GU-1

PAINT FLUSH DOOR  &
FRAME TO MATCH EIFS-1

PAINT TO
MATCH EIFS-3

PAINT TO
MATCH EIFS-3

17
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TYP.

(3) SIDES

(3) SIDES
3'-

6"

2'-0"

10"

COORDINATE BUILDING
NUMBER SIGN (RAISED
LETTERS) WITH VENDOR

4'-
10

"

BUILDING SIGN:
COORDINATE FINAL LOCATION
WITH SIGN VENDOR, SEE
DETAIL 3/6.0, TYP.
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9'-
5"

 T
YP

.

10
'-0

" T
YP

.

℄

PRE FINISHED METAL TRIM AND FLASHING: COLOR TO MATCH
ADJACENT FINISH AS CLOSE AS POSSIBLE, U.N.O.

PRE FINISHED ALUM GUTTER AND DOWNSPOUTS, COLOR TO MATCH
FASCIA.(PAD-CLAD SIERRA TAN)
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KEY PLAN
SCALE: N.T.S.

N

ALL SILL CORNERS IN
PLAYGROUND FENCED AREAS
SHALL BE CHAMFERED, TYP.

3'-
8"

6"

WALL MOUNTED KEY BOX-
MASTER LOCK 5423D FOR
TENANT'S STAFF ACCESS.

PROVIDE PADLOCK TO
LOCK DOORS CLOSED

2"X2" WELDED STEEL FRAME AND
CROSS MEMBER, PAINTED TO
MATCH CEDAR FINISH COLOR.

6" CEDAR OR COMPOSITE WD. SLATS
SIM. TO TREX TRANSCEND- COLOR "TIKI
TORCH" (W/ 1/4" GAPS) SECURED TO
METAL FRAME. DESIGN INTENT IS TO
MATCH SD-1 AS CLOSE AS POSSIBLE.

PROVIDE (3) HEAVY DUTY
EXTERIOR HINGES PER DOOR
LEAF.

3"X3" POSTS DOWN TO
BUILDING FOUNDATION. PAINT
TO MATCH FENCE SLAT COLOR.

LINE OF GRADE

LINE OF GRADE

EXTEND FINISH TO
FOUNDATION SILL BELOW

SCALE: 1/4" = 1'-0"
GATE ELEVATION5

A5.0

DROP RODS AT
BOTH GATES

7'-
4"

2"COORDINATE POST
FOUNDATION WITH

BUILDING AS REQ'D.

8"

GATE POST

GATE

SECURE TO POST TO
BUILDING STRUCTURE

THROUGH EXTERIOR FINISH.

WATER TABLE TO WRAP CONER
AND STOP AT POST LOCATION.
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