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SECTION DETAILS 1 in = 1 ft
PLANT SCHEDULE

NUMBER QTY COMMON NAMES SCIENTIFIC NAME
P01 58 GERANIUM PELARGONIUM
P02 89 YEW TAXUS

SCOPE OF WORK
PROPOSAL FOR A FENCE WITH BRICK PIERS AS INDICATED
WITHIN THESE DRAWINGS.

SMOKE DETECTOR NOTES:
NO WORK

NOTES:
-ALL LUMBER SHALL BE DOUGLAS FIR #2
-ALL NON-STRUCTURAL METAL STUDS SHALL BE 25 GAUGE

DESIGN LOADS
40 LIVE 10 DEAD - FIRST FLOOR
30 LIVE 10 DEAD - SECOND FLOOR
20 LIVE 10 DEAD - ROOF
100 MPH (38 LBS) - WIND
THESE PLANS REFERENCE:
-UNIFORM CONSTRUCTION CODE NJ
Rehabilitation Sub-code  NJAC 5:23-6
-NJ IRC 2018 BUILDING CODE
-NEC 2017 CODE

A2 - USE GROUP
5B - CONSTRUCTION CLASS
NC - SQUARE FOOTAGE
NC - VOLUME
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COLUMBARIUM'S BY "ARCHITARIUM"
888.310.2038

12" X 12" X 12" FLAT WALL INSERT
8 UNITS PER COLUMN



12.5'

61" TALL PROPOSED BRICK PIERS CONTAINING 8 COLUMBARIUM UNITS PER PIER WITH ALUM RAILING BETWEEN; PIERS TO
BE LOCATED ON THE PROPERTY AND SHALL NOT CROSS THE PROPERTY LINE AT ANY POINT

PROPOSED GATE

PLAN T SCH EDU LE
NU M BER Q TY CO M M ON  NAM ES SC IENTIFIC  NAM E
P01 58 G ERA NIUM PELA RG ON IUM
P02 89 YEW TAX US

LOCATION OF FIRST PIER

PLOT PLAN 1 in = 20 ft

GENERAL NOTES AND SPECIFICATIONS

THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR ANY WORK
KNOWINGLY PERFORMED CONTRARY TO SUCH LAWS, ORDINANCES, OR
REGULATIONS. THE CONTRACTOR SHALL ALSO PERFORM COORDINATION
WITH ALL UTILITIES AND STATE SERVICE AUTHORITIES.

WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE
OVER SCALED DIMENSIONS. THE GENERAL CONTRACTOR SHALL VERIFY
AND IS RESPONSIBLE FOR ALL DIMENSIONS (INCLUDING ROUGH
OPENINGS) AND CONDITIONS ON THE JOB AND MUST NOTIFY THIS OFFICE
OF ANY VARIATIONS FROM THESE DRAWINGS.

THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND
PROPER FUNCTION OF PLUMBING, HVAC AND ELECTRICAL SYSTEMS. THE
GENERAL CONTRACTOR SHALL NOTIFY THIS OFFICE WITH ANY PLAN
CHANGES REQUIRED FOR DESIGN AND FUNCTION OF PLUMBING, HVAC
AND ELECTRICAL SYSTEMS.

THIS OFFICE SHALL NOT BE RESPONSIBLE FOR CONSTRUCTION MEANS
AND METHODS, ACTS OR OMISSIONS OF THE CONTRACTOR OR
SUBCONTRACTOR, OR FAILURE OF ANY OF THEM TO CARRY OUT WORK IN
ACCORDANCE WITH THE CONSTRUCTION DOCUMENTS. AND DEFECT
DISCOVERED IN THE CONSTRUCTION DOCUMENTS SHALL BE BROUGHT TO
THE ATTENTION OF THIS OFFICE BY WRITTEN NOTICE BEFORE
PROCEEDING WITH WORK. REASONABLE TIME NOT ALLOWED THIS OFFICE
TO CORRECT THE DEFECT SHALL PLACE THE BURDEN OF COST AND
LIABILITY FROM SUCH DEFECT UPON THE CONTRACTOR.

3)     VERIFY ALL DIMENSIONS AT SITE PRIOR TO START
OF CONSTRUCTION.  SHOULD CONTRACTOR
UNDERTAKE CONSTRUCTION PRIOR TO FIELD
DIMENSION VERIFICATION VERIFICATION AND SUCH
DIMENSIONS IT APPEARS ON THE ARCHITECTURAL
DRAWING IS WRONG, THEN THE CONTRACTOR SHALL
BE HELD RESPONSIBLE FOR THE CORRECTION AND /
OR REPAIR.

4)     THE CONTRACTOR IS RESPONSIBLE FOR THE
SAFETY OF THE STRUCTURE DURING THIS OPERATION
AND THE COORDINATION OF THE DEMOLITION WORK
WITH OTHER TRADES.

5)     CONTRACTOR SHALL BE REQUIRED TO REPAIR
AND PATCH ANY AREAS THAT ARE ALTERED OR
DAMAGED DURING THE PROCESS OF THE ALTERATION.

6)     DISCONNECT ALL ELECTRICAL, MECHANICAL, AND
PLUMBING AS REQUIRED FOR DEMOLITION WORK.

DRYWALL

1) ALL INTERIOR WALL CAVITIES BETWEEN FLOORS
SHALL BE FIRE-STOPPED.  ALL WOOD FIRESTOPPING
SHALL BE FIRE TREATED LUMBER.

2) ALL GYPSUM WALL BOARD UNLESS OTHERWISE
NOTED SHALL BE 1/2" THICKNESS.

3) ALL METAL STUD WORK SIZES FOR NON-LOAD
BEARING WALLS, UNLESS OTHERWISE NOTED,SHALL
BE 25 GAUGE "ST25" STUDS OR BETTER, AND "CR25"
RUNNERS FOR TOP AND BOTTOM PLATES OR
BETTER.  ALL METAL STUD WORK SIZES FOR LOAD
BEARING WALLS, MUST BE NOTED ON THE PLANS.IF
SPECIFIC REFERENCE REMAINS ON-SPECIFIC WITHIN
THESE PLANS PLEASE NOTIFY ARCHITECT
IMMEDIATELY.

4) ALL WOOD STUD WALL ASSEMBLIES, UNLESS
OTHERWISE NOTED, SHALL BE CONSTRUCTED OF 2"x
4" WOOD STUDS AT 16" o.c. WITH A 2" x 4" WOOD TOP
AND BOTTOM PLATE TOE-NAILED BETWEEN STUD &
PLATE.

FINISHES

1) ALL GYPSUM WALL & CEILING BOARD SHALL BE BY
"U.S. GYPSUM COMPANY" OR APPROVED EQUAL.
ALL SIZES AND LOCATIONS SHALL BE REFERENCED
FROM THE ARCHITECTS DRAWINGS.1a) CERAMIC
TILE BACKER BOARD; BACKER BOARD MATERIALS
SHALL BE GLASS MATT GYPSUM BACKING PANEL OR
OTHER MATERIAL LISTED IN TABLE R702.4.2;
INSTALL TO MINIMUM 70" ABOVE SHOWER DRAINS.

2) ALL DRYWALL SHALL BE INSTALLED WITH DRYWALL
SCREWS.  SIZES SHALL BE AS RECOMMENDED BY
THE MANUFACTURE.

3) ALL EXISTING CEILING TILES SHALL REMAIN UNLESS
AS REQUIRED TO FULFILL THE INTENT OF THE
ARCHITECTS DRAWINGS.  IN THE EVENT THAT TILES
MUST BE REMOVED MATCHING TILES SHALL BE
PROVIDED.

4) TAPE, SPACKLE, SAND AND PRIME ALL GYPSUM
WORK READY FOR PAINT FINISH.  ALL PAINTING
SHALL BE PERFORMED BY THE CONTRACTOR
UNLESS UNDER SEPARATE AGREEMENT.

5) SCREW AND GLUE ALL FLOORING PLYWOOD.

6) PROTECT ALL WORK BEFORE, DURING AND AFTER
DEMOLITION AND INSTALLATION.

7) PROVIDE A MINIMUM OF TWO (2) COATS OF JOINT
COMPOUND OVER SCREWS HEADS AT JOINT.  APPLY
JOINT COMPOUND THEN TAPE, AND COVER WITH
JOINT COMPOUND.  ALLOW TO DRY THEN APPLY
JOINT COMPOUND AGAIN.  SAND ALL JOINT
COMPOUND AREAS SMOOTH ( IF NECESSARY ).
TAKE CARE NOT TO "ROUGH UP" GYPSUM BOARD
PAPER.

8) ALL GYPSUM SURFACES SHALL RECEIVE A HEAVY
BONDED PRIMER SEALER COAT SIMILAR OR EQUAL
TO "U.S. GYPSUM".

9) ALL PAINT SHALL BE THOROUGHLY MIXED.  THE
MIXTURE SHALL BE ONE COAT COLOR AND
CONSISTENCY.ALL COLORS SHALL BE SELECTED BY
THE OWNER UNLESS OTHERWISE NOTED.

10) ALL FLOORING UNLESS OTHERWISE NOTED SHALL
BE SELECTED BY THE OWNER.
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